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HANDRAIL DETAILS
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FRONT ELEVATION

Handrail pipe shall be ASTM B241 or B429, Alloy 6063-T6 or Alloy 606!1-T6.
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ALTERNATE SAFETY CHAIN ATTACHMENT

(With Sign Present)

Items not shown same as *’Side Elevation" of "Handrail Details"
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ALTERNATE SAFETY CHAIN ATTACHMENT

SECTION F-F SECTION G-G
LIGHTING FIXTURE MOUNTS (IF REQUIRED)

@ Field cut ends of light support channels shall be free of burrs or
hazardous projections and codted with zinc-rich primer or equivalent,

Field drill %** ¢ hole for 9" ¢
eye-bolt, (Al approximately
elevation of upper handrail pipe.)

Verticol member of walkway bracket

(No sign interference)

56 ¢ stainless steel eye-bolls.
Provide hexagon locknul and
stainless steel washer.

3-8 of chain required for
each location. (Approx.) (3)

Stainless steel swivel eye
snap at handrail end

SAFETY CHAIN

One required for each end of each walkway.
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OVERHEAD SIGN STRUCTURES
ALUMINUM HANDRAIL DETAILS

(Walkway omitted for clarity)

PLAN AT _HANDRAIL JOINT

@ Extrusions may be used in lieu of the defails shown,
with approval of the Engineer.

Details not shown same as "‘FLAN"

Details not shown similar .to ““Safety Chain’’ Details

@ 36 Type 304L stainless steel chain, abpraximately 12 links per foof.
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